Lighting, Trailer & Sundry

Cabin Lights

Part Number Description Pic

12volt, 8watt fluorescent cabin light with on/off switch

LFC2-76 410

LFC2-76-24V 24volt, 8watt fluorescent cabin light with on/off switch

12volt, 8watt fluorescent cabin light with on/off switch —

LFO311 Cracked Ice Lens.
(Cracked ice lens) .
l |
LFO305 —SL
(Opaque lens) 3
—Jzz L—

Navigation Lights

Part Number Description
Starboard navigation light (green) Lalizas
12V navigation light constructed of fibre reinforced nylon

LNLALG1 with polycarbonate lens and stainless steel internal
components.

Replacement bulb &5 12V 10W SVv8.5-8

Port navigation light (red) Lalizas

12V navigation light constructed of fibre reinforced nylon
LNLAL62 with polycarbonate lens and stainless steel internall
components.

Replacement bulb & 12V 10W SV8.5-8
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LNPKPAIR

Navigation light set (pair) Perko

12V navigation lights.
Black plastic housing with red and green lenses

LPLAL30173

Folding pole light, Lalizas

12V 23cm folding pole light

Replacement bulb €= 12V 10W BA15S

LPLAL30243

Plug in pole light, Lalizas

12V 105cm plug in pole light

Replacement bulb — 4 12V 10W BA15S

105cm

LPPKT105RK

LPPK105BBLK
(base sold separately)

Plug in pole light’ Perko
12V 105cm plug in vertical pole light

Replacement bulb -

Black plastic base with chrome cover for vertical pole light

LPPK150RAKE

LPPK150BBLKR
(base sold separately)

Plug in pole light, Perko
12V 150cm plug in angled pole light

=2

Replacement bulb =

Black plastic base with chrome cover for angled pole light

€ B
LNPKBULE Suits Perko navigation lihts @ B
=
LPPKBULR Replacement bulb 12V _::i %

Suits Perko pole lights
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Bilge Pumps

Part Number Description
Rule bilge pump

500 gallons per hour open flow @ 13.6volt
360 gallons per hour @ 1.02M lift @ 13.6volt
FIVIFRLELD %" 19mm discharge opening
2.5 amp draw @ open flow
2.5 amp fuse recommended

Rule bilge pump

1100 gallons per hour open flow @ 13.6volt
860 gallons per hour @ 1.02M lift @13.6volt
FIIFRESIIRY 1 1/8" 28.6mm discharge opening
5.0 amp draw @ open flow
6 amp fuse recommended

Rule bilge pump

3700 gallons per hour open flow @ 13.6volt .
3100 gallons per hour @ 1.02M lift @13.6volt —A
FVERLEACY 14" 38.1mm discharge opening [ P
20.0 amp draw @ open flow
25 amp fuse recommended

Trailer Core

Part Number Description Priced per  Std reel sizes
CABTRS5/4A Trailer Cable 5 x 0.56mm 4 amp — NON TINNED M 100
CABTRS/10A Trailer Cable 5 x 1.13mm 10 amp — NON TINNED M 100
CABTR7/4A Trailer Cable 7 x 0.56mm 4 amp — NON TINNED M 100
CABTR7/10A Trailer Cable 7 x 1.13mm 10 amp — NON TINNED M 100
CABTRM5/0.5 Tinned Marine Trailer Cable 5 x 0.5mm 6 amp M 100
CABTRM5/1.0 Tinned Marine Trailer Cable 5 x 1.0mm 8 amp M 100
CABTRM7/1.0 Tinned Marine Trailer Cable 7 x 1.0mm 7 amp M 100
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Trailer plugs

Part Number

Description

Utilux 7 pin trailer socket

TRSOC
Easy to assemble with no screws holding the body together
Utilux 7 pin trailer plug
TRPL
Easy to assemble with no screws holding the body together
JERINNS
Utilux trailer plug holder
TRSOC

Mounts to the trailer, for safe storage for the plug while not in
use, profects the pins from accidental damage

Power Sockets & Plugs

Part Number

PWRSKT12VRND

Description

12V Socket ~ Round flange mount (Sutar)
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PWRSKT12VRTGL

12V Socket ~ Rectangular flange mount (Sutar)

PWRSKT12VMFIT

12V Socket ~ Dual flange/hole mount

PWRPLG12V

12V Plug ~ Fits Cigarette socket (Sutar)

240Volt

Part Number

Description

Shore Power Inlet Appliance Plug

SHRPWRAP 16Amp 200-250v AC
IP44 Rated
ACDWI10A AC Double Outlet Arch 10A White - 4N Y
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